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c Wire, Copper, #1/0-18 Strang, Soft Drawn, Tin Costss, Bare (13 G 355082 FT 35
o] Connector, Compression; 1,/0 Or 2/0 Sird Cu. Run & Top, U | 368545] EA 1

NOTES:

APPLICATION

& THIS STANDARD SHALL BE USED FOR THE INSTALLATION OF
AN ELECTRIC OR RESIDENTIAL SERVICE STATION FOUNDATION

AS DESCRIBED N THE "INFORMATION AND REQUIREMENTS
FOR THE SUPPLY OF ELECTRIC SERVICE BOOK", SECTIONS

202 AND 2.07.

&EB,EMENIA@INM&E&M_L

(T) WHEN BARE LEAD COVERED CABLES ARE LOCATED OR

- F‘LANNED WITHIN 200 FEET, OMIT TEM "C" AND REPLACE
WITH 1/0 LEAD CLAD COPPER CONDUCTOR (SI 360809).
SPECIFY STAINLESS STEEL CROUNDS PER C8550.06G0.

(3) PRECAST ALTERNATIVES TO THIS POURED DESIGN MAY BE

AVAILABLE., CONTACT CONSTRUCTION STANDARDS GROUP.
INFORMATION
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TOP OF FOUNDATION TO BE SMOOTH AND LEVEL
GRADE AWAY FROM FOUNDATION. FINAL GRADE SHALL BE
WELL DRAINED AT ALL TIMES.

PRIMARY AND SECONDARY CONDUIT MUST COME THRCUGH
FOUNDATION IN DESIGNATED AREAS.

SEE C7723 FOR BURNDY--HUSKY DI SET CROSS REFERENCE.

D0 NOT PLACE CONDUITS UNDER THIS SECTION OF FOQUNDATION
i AVOIDABLE.

DO NOT DISTURB EARTH IN FOUNDATION AREA MORE THAN
NECESSARY WHEN INSTALLING CONDUIT.

TERMINATE PRIMARY AND SECONDARY CONDUITS FLUSH WITH
TOP OF FOUNDATION.

—

. SEE DRAWING GE-1 FOR ELECTRICAL SYMBOL LIST AND ABBREVIATIONS.

" INSTALLATION" PAY ITEM.

w
by

. ELECTRIC SERVICE CONDUCTORS FROM INSIDE THE CABINET TO

. RGC IN TRENCH OR PUSHED, SEE PLAN DRAWINGS FOR CONDUIT, TYPE,

. RGC 90 DEGREES LONG SWEEP ELBOW IN TRENCH, SEE PLAN DRAWINGS FOR

. UNDER THE “ELECTRIC UTILITY SERVICE CONNECTION” PAY ITEM,

. COMMONWEALTH EDISON COMPANY SHALL FURNISH AND INSTALL SERVICE

NOTES:

SEE DRAWING GE-2 FOR ELECTRICAL GENERAL NOTES AND SUGGESTED
LIGHTING PHASING NOTES.

THIS WORK SHALL BE INSTALLED UNDER THE “ELECTRIC SERVICE

COMMONWEALTH EDISON CO. SHALL FURNISH AND INSTALL THE TRANSFORMER
COMPLETE WITH GROUNDING SYSTEM INCLUDING GROUND RODS, GROUNDING
CONDUCTOR, PRIMARY CABLE, AND CONNECTORS. SEE COMMONWEALTH EDISON
SYSTEM STANDARD C5288 FOR INSTALLATION REQUIREMENTS.

TRANSFORMER. PROVIDE 10 FT OF SLACK FOR CONNECTION TO TRANSFORMER
BY COMMONWEALTH EDISON. CABLE SHALL CONFORM TO THE REQUIREMENTS

SPECIFIED FOR ELECTRIC CABLE IN CONDUIT. LABEL CABLE ON BOTH ENDS.
SEE PLAN DRAWINGS FOR CABLE TYPE, SIZE, AND QUANTITY.

SIZE, AND QUANTITY.

CONDUIT, TYPE, SIZE, AND QUANTITY. THIS WORK SHALL BE INSTALLED
UNDER THE “ELECTRIC SERVICE INSTALLATION” PAY ITEM.

COMMONWEALTH EDISON COMPANY SHALL FURNISH AND INSTALL METER
ON CONTROL CABINET.

POLE INSTALLATION, PAD MOUNTED TRANSFORMER, CUT-OU
LIGHTNING ARRESTOR, GROUNDING EQUIPMENT, PRIMARY CABLE AND ANY
OTHER LABOR AND EQUIPMENT DEEMED NECESSARY.

THE CUSTOMER TO INSTALL THE TRANSFORMER rouunmow - -
© TTESGR R A R ] G @ o e o = SO AT SRA S SODLETOR, A0, S 8 s
53 SECONDARY CONDUIT LOCATION. )
@ CornEd TO PROVIDE AND INSTALL THE GROUND WIRE AND < ! BE CONSIDERED INCIDENTAL TO “ELECTRIC SERVICE INSTALLATION” PAY
RiD. PRIMARY CONDUIT LOCATION. ::\ ITEM. SEPARATE PAYMENT WILL NOT BE MADE.
C) AFTER PRIMARY AND SECONDARY CONDUITS ARE IN ——SEALING COMPOUND
PLACE, BACKFILL WITH SCREENINGS, SAND, OR FINE 25 PLEASE CONSULT GP 346 (SPCC) OR ENVIRONMENTAL SERVICES AND SERVICE HEADS 10. SEE IDOT STANDARD DRAWING BE-205 FOR LIGHTING CONTROLLER AND
EXCAVATED MATERIAL. COMPACT THOROUGHLY BEFORE IF EITHER OF THE FOLLOWING EXISTS: FOUNDATION DETAILS.
POURING  FOUNDATION. ~ A SINGLE ABOVE GROUND TANK WITH A CAPACTY OF 660
({9 CONCRETE T BE IN ACCORDANCE WITH THE LATEST E£DITION GALLONS OR MORE. 11. SUBMIT A PLAN DRAWING SHOWING THE PROPOSED PRIMARY CONDUIT
OF THE APPLICABLE ACI CODE AND AIR ENTRAINED. IT SHALL - MORE THAN ONE ABOVE GROUND TANK WITH TOTAL GAPACITY INSTALLATION TO COMMONWEALTH EDISON COMPANY FOR THEIR APPROVAL.
HAVE A MEINIMUM COMPRESSIVE STRENGTH OF 3000 PSi AT EQUAL TO OR EXCEEDING 1320 GALLONS. i THIS WORK SHALL BE COVERED UNDER THE “ELECTRIC SERVICE
28 DAYS. AR EN?FAI%MB“T SHALL BE 4 TO 7 PERCENT OF INSTALLATION” PAY ITEM. SEPARATE PAYMENT WILL NOT BE MADE.
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